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Guaranty for Accuracy

All measuring tapes with the remark "Accuracy according EC standard" keep the tolerances of the EC
standard in accuracy class Il. These are calculated as follows:

Formula: (a+bL) mm; (a=0,3 mm; b=0,2 mm; L in m)

Example: tolerance for tape 20 m long 0,3 mm + 20 x 0,2 mm = +/- 4,3 mm

Certain steel measuring tapes are supplied in accuracy class | also (at additional costs). The tolerances for
accuracy class | are calculated as follows:

Formula: (a+bL) mm, (a=0,1 mm; b=0,1 mm;Linm)

Example: tolerance for steel measuring tape 20 m long 0,1 mm+ 20x0,1 mm = +/-2,1 mm

Error table for measuring tapes class | and Il on page 31.

Fiber glass tape according EC standard class

o a0 ¥ty Dlene 2003 aun Nap, CHOEE . .
L Dy R qws b7 p ¥ OGR]CTRE 42 )

Steel tapes according EC-standard class I
Measuring tapes are produced under the following conditions:
Temperature: 20 degree Centigrade
Tension: Fiber glass measuring tapes 20N Steel measuring tapes 50 N

Steel measuring tapes with dip weights are produced under the tension according to the weight of the dip
weight, for example dip weight 600 g = tension 6 N.

Insert of Refills
All fiber glass and steel measuring tapes are made to enable insert of refills without use of any tool. Therefore
the tapes can be changed quick and easy.

Fiber Glass Measuring Tapes

- ; j-'"‘"

end of tape - part for insert in the winding device

Steel Measuring Tapes

end of tape - part for insert in the winding device
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Winding Devices for Measuring Tapes

Plastic coated steel case
sheet steel with durable PVC coating, very robust, handle of high valued plastic.

SR-Frame
of anodised light metal with strong plastic handle, very handy and useful, long foldable winding arm of meta

"V"-Frame
of anodised light metal in V-shape, specially useful for longer measuring tapes, better guidance when rewin-
ding the tape. Handy plastic grip, long foldable winding arm of metal.

Plastic frame type "R"
of durable plastic, handy and light, specially useful for fiber glass and polyamid coated steel tapes.
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Frame of plastic for fast rewind

With side parts of plastic with high impact strength, hand grip of soft PVC, tip for put the frame on earth when
un- and rewinding the measuring tape, durable and foldable winder for rewinding the tape, 3-fold gear when
rewinding the tape.

Brass frame

with oblique wooden grip, long foldable winding arm of metal, winding core of metal. Specially useful for tank
dipping tapes.

The above shown winding devices are our standard types, besides of these, we produce cross and field

frames for special measuring tapes. Pictures and descriptions on the pages of the catalog of the relative
measuring tapes.

BANDMASSE_E_0214

@)
-
-
L
o
®
=
| -
)
@)
S
7p
4
| -
)
=
-
®
m
S
-
N
4
c
L
&
)
)
p)
p)
)
=

Richter Deformationsmesstechnik GmbH Telefon: +49 (0) 37326-835000
Frauensteiner Str. 130 Fax: +49 (0) 37326-835070
D-09623 Frauenstein OT Burkersdorf mail: wilkommen@talsperre.de

-4 - Homepage: www.talsperre.de



mailto:willkommen@ibrichter.de

Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Measuring Tapes and Graduations

Fiber Glass Measuring Tapes 16 mm wide

cmgraduation

mmgraduation
l'ﬁll'lll’!lllllzlll|ll|lllll|;;1l|I?IIIII|Ill|l?l|l1lllllﬁlﬂmlflhlllll1l llllIlIIIlI'lﬁIIlO‘III'IIIIllal‘lllllllmllll‘lllhlllillllllgllllllllll|l||1
feet, inches, 1/16f graduati on

Fiber Glass Measuring Tapes 13 mm wide

cmgraduation

mmgraduation

Woven Fiber Glass Measuring Tapes 16 mm wide

RN PR REENL . EREEEEEE

cmgraduation

i ngrddeaton 1/ 16

Steel Measuring Tapes 13 mm wide coated with polyamid oryellow laquered

cmgraduation

mmgraduation

mm duplex graduation
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Steel Measuring Tapes white enamelled 13 mm wide

L/ NEREEEEEE R ERERE L

cmgraduation
[ ¢ & & T » % i 2 3 4
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mmgraduation
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mm-duplexgraduation
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feet, inches, 1/16" graduation

||||mﬁ|||?r||||||||||||||?|

Steel Measuring Tapes Carbon and Stainless Steel 13 mm wide - etched

feet, |nches 1/16" graduatlon

Steel Measuring Tapes Stainless Steel, 13 mm wide laguered

cmgraduation

mmgraduation

White Steel Measuring Tape 10 mm wide
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Special Steel Measuring Tapes 6,5 mm wide

L 19m 19) 110

Carbon steel etched, cmgraduation

Carbon steel etched mmgraduatlon
I 0 VO < TV ) T O T YO T, T ) 0 O W (i
Steel coated with polyamid, cmgraduation

1 gU

NI VLTS, o o [ - L L /WO S TS [P | TV T P Y T
Steel coated with polyamid, mmgraduation

Special Graduations

Diameter Graduations

|IIIl|IiII|IIII|II2IIa?III I‘I?Isldlllll lllqﬁlllll?l?llllll ?Ilah'llllllll |I||1I?I?
Diameter in mm left to right reading

L T T e T O N T I s S Ol PR T TSN vl

Diameter in mm right to left reading
7]5 T |3

!I.II|III1714IIII|IIIIJ_III]II

Diameter in inches and 10ths of an inch

Feet graduations

9 1|0 1 | I 2 E{
co b b benne beni o ||||11|§ﬂ.ll|llll et o oo n|||4||| 1||||||.|.| tinthondn
feet, inches, 10ths of an inch

|||III‘I IIJ‘I|II|I|JIIEiIIII1IIII|IHI |III|IIII|IIIIL|II1HII‘|||||II4‘-QHIIII|

feet, 10ths, 100ths of foot
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Measuring Commencements

4
wi
— A
Comme n c e me rapprod 20"cm blanc space before zero
.‘ |
i wl

[ B

Co mme n c e me rthe méafPe starts at the clasp. The clasp is provided with a foldable hookto hang the
tape in for one man measurements.

Co mme n c e me rfar fibék fldss and steel measuring tapes. The ring is provided with a foldable hook for
hanging in the tape for one man measurements.

()—:em-r:—
- - N

Co mme n ¢ e meflexible jsiht bf brass
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Stamping for Accuracy

Measuring Tapes can be supplied Government stamped for accuracy according European standard class Il or |
on request. Additional costs see price list.

Calibration Certificate

Richter Measuring Tapes could be supplied with calibration certificate issued by the Bavarian Gauging Office.
Error indication in 10th of mm. Additional costs see price list.

Work test table

Error determination per meter +/- in 10ths of mm with a maximum tolerance of +/- 0,2 mm. The test is made
when the tape is on a horizontal surface under the corresponding temperature and tension. The indicated
difference refers from zero to the corresponding meter figure.

Important Notice

If the order specifies no measuring commencement we supplyt he commencement type
Measuring tapes with other commencements than "A" are produced according clients order and

cannot be returned. The same is for measuring tapes with work test table or Government stamped
measuring tapes or tapes in accuracy class I.
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Fiber Glass Measuring Tapes

16 mm wide - two colors yellow/beige Accuracy according EC standard class Il c)
parallel situated glass fiber coated with PVC, graduation in black, figures black and red, reinforcement at the C
beginning of the tape 3
durable graduation
A good readability -
A no stretch when measuring (under normal tension 20 N)
A cold resistant up to 40 degree centigrade (@)
Stamping for accuracy according EC class | possible CG
Typ No. graduation
front back ==
271P cm q.)
273P cm cm
273P cm feet, inches, 1/8inch Q
272P m D
10 15 20 [ 25 30 m
length 33 50 66 82 100 ft PVC coated steel case U)
Typ No. graduation x
front back —
274R cm (D)
275R cm cm
275R cm feet, inches, 1/8inch ;
272R m
10 [15 | 20 [25 30 [50 [ 100 | m -
length 33 50 66 82 100 | 165 330 ft Pl astic franmn CU
Typ No. graduation
front back m
271-V cm
273-V cm cm —
273-V cm feet, inches 1/8inch 3
272-V m
10 15 20 25 30 [ 50 m N
length 33 50 66 | 82 100 | 165 ft A Vffame of light metal
Refills see price-list L
e
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Fiber Glass Measuring Tapes
13 mm wide - yellow color Accuracy according EC standard class Il

parallel situated glass fiber coated with PVC, graduation in black, figures black-red, reinforcement at the
beginning of the tape
A durable graduation

A good readability
A no stretch when measuring (under normal tension 20 N)
A cold resistant up to 40 degree centigrade

Accuracy stamping according EC class | possible

Typ No. graduation
front back
216P cm
218P mm
length 10 15 20 25 30 m
PVC coated steel case
Typ No. graduation
front back
216R cm
218R mm
length 10 15 20 25 30 50 100 m

Pl astic f

Typ No. graduation
front back
216SR cm
218SR mm
length 10 15 20 25 m
Light metal
Typ No. graduation
front back
216-V cm 4
218-V mm g
length 10 15 20 25 30 50 m

A Viffame of light metal

Refills see price-list
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Woven Fib er Glass Tapes

length 10 15 20 25 30 50 100 m

16 mm wide c)

Made of Trevira cloth, reinforced with glass fibers. This cloth is impregnated with special plastic material. C
High tensile strength lengthwise also cold resistant up to 40 degrees centigrade :
Typ No. graduation c
front back O

261GP cm
263GP cm cm CG
length 10 15 20 25 30 50 m ;
PVC coated steel case | -
Typ No. graduation q)
front back @)

264G-R cm
265G-R cm cm 3
L me

Pl astic f

>

Typ No. graduation

front back
261G-V cm
263G-V cm cm

length 10 15 20 25 30 50 100 m

A Viffame of light metal

Refills see price-list
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Measuring tapes

Steel Measuring Tapes coated with nylon
13 mm wide Accuracy according EC standard Il

Specially resistant against corrosion, yellow background, black graduations, black-red figures, through

transparent nylon coating high resistance against wear off.

- Metri -Polysan

Typ No. graduation
front back
402P cm
404P mm
length 10 15 20 25 30
Typ No. graduation
front back
402SR cm
404SR mm
length 10 15 20 25
Typ No. graduation
front back
402R cm
404R mm
length 10 15 20 25 30 50 100
Typ No. graduation
front back
402V cm
404V mm
length 10 15 20 25 30 50 | 100*

*) 402V + 404V/100 m werden in Kreuzrahmen geliefert

Refills see price-list

BANDMASSE_E_0214
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PVC coated steel case

Light metal

Pl astic f

A Viffame of light metal
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Steel Measuring Tapes coated with  nylon - Metri -Polysan
10 mm wide Accuracy according EC standard class I

Specially resistant against corrosion, yellow background, black graduations, black-red figures, through
transparent nylon coating high resistance against wear off.

Typ No. graduation
front back
384P mm
length 10 15 20 25 30 m
PVC coated steel case
Typ No. graduation
front back
384R mm
length 20 25 30 50 100 m

Pl astic f

Refills see price-list
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White enamelled Steel Measuring Tapes
10 mm wide Accuracy according EC standard class

Protected against corrosion through phosphate layer on the steel before white coating. Black graduation, black-
red figures on white laquered tape steel, graduation and figures protected through transparent burnt in laquer.

Typ No. graduation
front back
348 mm
length 10 15 20 25 30 50 m

PVC coated steel case

Refills see price-list

White Enamelled Steel Measuring Tapes
13 mm wide Accuracy according EC standard class Il

Protected against corrosion through phosphate layer on the tape steel before white coating. Black graduation,
black-red figures on white laquered tape steel, graduation and figures protected through transparent burnt in
laquer.

Typ No graduation

front back
306WP cm
308WP

3|3

10 15 20 25 | 30 50 m
length 33 50 66 82 | 100 165 ft

309WP feet, inches, 1/16 inch
PVC coated steel case
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Typ No. graduation
front back
412W-SR cm A
414W-SR mm d -
415W-SR mm feet, inches, 1/16 inch
10 15 20 25 | 30 50 100 m
length 33 50 66 82 | 100 165 | 330 ft

Li ght metSaRIA

Typ No. graduation e
front back
412W-V cm ) &)
414W-V mm 8 ()}
415W-V mm feet, inches, 1/16 inch
10 [ 15 [ 20 [ 25 30 [ 50 [100 | m ; +
length 33 | 50 66 82 100 | 165 | 330 ft U)
A Vifame of light metal 7))
Refills see price-list
BANDMASSE_E_0214 2
Richter Deformationsmesstechnik GmbH Telefon: +49 (0) 37326-835000
Frauensteiner Str. 130 Fax: +49 (0) 37326-835070

D-09623 Frauenstein OT Burkersdorf mail: willkommen@talsperre.de
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RICHTER

Deformationsmesstechnik GmbH

Measuring tapes

Steel Measuring Tapes with mm
Accuracy according EC class I, 13mm wide

-duplex graduation

mm-graduation throughout on upper and lower edge of the measuring tape, each meter with cm-figures from 17
99 black graduations, black cm-figures, meter figures in red repeated before each decimeter.

White enamelled Steel Measuring Tapes

black graduation, black-red figures, protected through transparent burnt in laquer. Type: 318W

Metri-Polysan

yellow laquered tape steel, black graduation, black-red figures, specially protected against abraison through

transparent nylon coating. No. 418

Typ No. graduation
one side graduation only
10 15 20 25 30 50
318WP Steel white enamelled
418P Steel nylon coated

* 50 m white enamelled tapes only

Typ No. graduation
one side graduation only
10 15 20 25 30 50
318WSR Steel white enamelled
418SR Steel nylon coated

30 + 50 m white enamelled tapes only

Typ No. graduation
one side graduation only
10 15 20 25 30 50
318W-V Steel white enamelled
418-V Steel nylon coated

Refills see price-list

BANDMASSE_E_0214

Richter Deformationsmesstechnik GmbH

Frauensteiner Str. 130

D-09623 Frauenstein OT Burkersdorf

-16 -

PVC coated stee

Light metal frame "SR"

A Viffame of light metal

Telefon: +49 (0) 37326-835000
Fax: +49 (0) 37326-835070
mail: willkommen@talsperre.de

Homepage: www.talsperre.de
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Yellow Enamel led Steel Measuring Tapes

13 mm wide Accuracy according EC standard class I c)
Protected against corrosion through phosphate layer on the tape steel before yellow coating. Black graduation, C
black red figures on yellow laquered tape steel, graduation and figures protected through transparent burnt in :
laquer.
Typ No. graduation
front back O
306GP cm (g0
308GP mm
length 10 15 20 25 30 | 50 m ;
PVC coated steel case B
Tvp No. graduation
front back _Q
412G-SR cm -
414G-SR mm .3
length 10 15 20 25 30 | 50 100 m m
Leichtmetallr -\/'
Typ No. graduation
front back
412G-V cm
414G-V mm
length 10 15 20 25 30 | 50 100 m D

A Viffame of light metal

Refills see price-list

BANDMASSE_E_0214

Messtechnik zur Bauwer

Richter Deformationsmesstechnik GmbH Telefon: +49 (0) 37326-835000
Frauensteiner Str. 130 Fax: +49 (0) 37326-835070
D-09623 Frauenstein OT Burkersdorf mail: wilkommen@talsperre.de
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Stainless Steel Measuring Tapes etched
13 mm wide Accuracy according EC standard class Il

Raised markings in natural steel color on dark, etched background

Typ No. graduation
front back
356P cm
358P mm
359P mm feet, inches, 1/16inch
10 15 20 25 30 50 m
length 33 50 66 82 100 165 ft
PVC coated steel case
Typ No. graduation
front back
462-SR cm
464-SR m
465-SR m feet, inches, 1/16inch
10 15 20 25 | 30 50 100 m
length 33 50 66 82 | 100 165 330 ft
Leichtmetallr
Typ No. graduation
front back
462-V cm
464-V m
465-V m feet, inches, 1/16 inch
10 15 20 25 30 50 100 m
length 33 50 66 82 | 100 165 330 ft

A Viffame of light metal

Refills see price-list

BANDMASSE_E_0214
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Measuring tapes

Stainless Steel Measuring Tapes with protecting laquer

13 mm wide Accuracy according EC standard class I

stainless tape steel with surface treatment, black graduation, black and red figures, meter figures in red
repeated before each decimeter, on light grey background.

Refills see price-list

Typ No. graduation

front back
472-SR cm
474-SR mm
length 10 15 20 25 30 50 100

Leichtmetallr

Typ No. graduation

front back
472-V cm
474-V mm
length 10 15 20 25 30 50 100 .

A Viffame of light metal

Measuring Tapes in Light Metal C  ase Yellow Enamelled Steel

13 mm wide, same as model 306GP with graduation on one side but in strong case of light metal disks

with stamped out holes with handle of plastic

Typ No. graduation
front back
306GL cm
308GL mm
length 10 15 20 25 30

Refills see price-list

Light metal case

RICHTER

Deformationsmesstechnik GmbH
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Richter Deformationsmesstechnik GmbH
Frauensteiner Str. 130
D-09623 Frauenstein OT Burkersdorf

Telefon: +49 (0) 37326-835000

Fax: +49 (0) 37326-835070

mail: willkommen@talsperre.de
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Measuring tapes EI(—:HTER

Deformationsmesstechnik GmbH

Measuring Tapes in fast rewind frame og faste’
. . fime
13 mm wide Accuracy according EC standard class Il ‘3 ( e '{a\"es c)
Graduation black, figures in red-black mu\a fo U ngd
we fof - of W -
Especially useful for long measuring tapes of 30 and 50 m length. .‘.ew'\“d 3
Through 3-fold gear high time savings when rewinding measuring
tapes after measurement. c
L
Fibre Glass Measuring Tape, yellow White lacquered Steel Measuring Tape U)
Typ No. graduation Typ No. graduation
216RS cm 412W-RS cm | -
218RS mm 414W-RS mm q)
length 30 50 m length 30 50 m ;
Nylon coated Steel Measuring Tape, yellow Stainless steel Tape lacquered CG
Typ No. graduation Typ No. graduation m
402RS cm 472RS cm -
404RS mm 474RS mm 3
length 30 50 m length 30 50 m N
Refills see price-list x
e
BANDMASSE_E_0214 2
Richter Deformationsmesstechnik GmbH Telefon: +49 (0) 37326-835000
Frauensteiner Str. 130 Fax: +49 (0) 37326-835070
D-09623 Frauenstein OT Burkersdorf mail: wilkommen@talsperre.de
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Measuring tapes ﬁf(—:HTER

Deformationsmesstechnik GmbH

Steel Measuring Tapes according EC standard accuracy class |

These measuring tapes are specially destinated for accurate measurements or for control and check of
standard measuring tapes in EC accuracy class Il. The tolerances for these tapes are shown in table | on
page 31. In connection with work test certificates - error indication in 10ths of mms - more accurate
measurements could be done with these measuring tapes.

Could be supplied Government stamped for EC | in accuracy class | or Government stamped with certificate
and error indication issued by the Bavarian Calibration Office. (Additional costs see price list).

Steel Measuring Tapes coated with  nylon "Metri -Polysan™
13 mm wide - mm graduation throughout

phosphated tape steel with yellow laquer, black graduation, black and red figures with transparent nylon coating

Typ No. winding device length

404P-1 PVC coated case 10 20 30 m
404V-1 V-frame 10 20 30 50 m
404R-| Plastic frame "R" 20 30 50 100 m

White Enamelled Steel Measuring Tapes

13 mm wide i mm graduation throughout

Protected against corrosion through phosphate layer on the steel before white coating. Black graduation, black
-red figures on white laquered tape steel, graduation and figures protected through transparent burnt in laquer.
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Typ No. winding device length
308WP-I PVC coated case 10 20 30 50 m
414W-SR-I SR-frame 10 20 30 50 m
414W-V-| V-frame 10 20 30 50 100 m
Stainless Steel Measuring Tapes
13 mm wide i mm graduation throughout
Raised markings, in natural steel color on dark, etched background.
Typ No. winding device length
358P-I PVC coated case 10 20 30 50 m
464SR-| SR-frame 10 20 30 50 m
464V-| V-frame 10 20 30 50 100 m
Refills see price-list
BANDMASSE_E_0214
Richter Deformationsmesstechnik GmbH Telefon: +49 (0) 37326-835000
Frauensteiner Str. 130 Fax: +49 (0) 37326-835070
D-09623 Frauenstein OT Burkersdorf mail: wilkommen@talsperre.de
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Leather bag

for steel measuring tapes in frames

No. 430 10-15 20-30 50 100 m
Dimension 125 x 190 150 x 220 175x 240 210x 280 mm

PVC coated steel case with
metal handle

for fiber glass and steel measuring tapes, Please
write the Ithetypesowmbek@@otr after
example No. 306WP-Z). Additional costs see price

list.

Brass frame

with oblique wooden handle for 13 mm wide steel
measuringt apes . Pl ease write th
after the type number (for example No. 462-MS).

MS 10-15 20-30 50 m

Tension handle

from 0 to 10 kp with hand grip and swivel hook for
attachment at the beginning of the tape,
graduation 0,1 kp. No. 550

Roller grip

for 6 mm wide steel measuring tapes No. 551

Magnifyer of plastic
8 times magnifying with graduation in 10ths of mm
1/10 mm

Plastic case

For protecting of measuring tapes and accessories

BANDMASSE_E_0214
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Steel Measuring Tapes "Superlong"
13 mm wide - 0,2 mm thick

Frame: Strong field frame of stainless steel with "D"-grip and steel point.

White enamelled tape steel
black graduation, black and red figures

Typ No. graduation

front back
414W-F mm
/length 150 200 300 m

Stainless steel, etched
Raised markings, bright graduation on dark etched background.

Typ No. graduation
front back
464-F mm
length 150 | 200 300 | m

Other types and lengths on request

Refills see price-list

BANDMASSE_E_0214
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Measuring tapes EI(—:HTER

Deformationsmesstechnik GmbH

Special Steel Measuring Tapes
Carbon steel - 6,5 mm wide - 0,5 mm thick

raised markings in bright natural steel colour on dark etched background. Each tape is supplied with 2 leather
thongs.

The narrow special steel measuring tapes are specially useful for measuring works in rough country.
When measuring longer distances, take out the tape from the frame and use it with the leather thongs
on both ends for quick measurements.

Stainless cross frame
strong cross frame of stainless steel, long foldable winding arm, laquered wooden handle

Typ No. graduation

front back
594-K mm
length 30 | 50| 6 | 10| m

Stainless field frame :
strong field frame of stainless steel with long foldable winding arm, D-grip for carrying and steel point for putting
the tape on the earth when unwinding or rewinding the measuring tape.

Typ No. graduation
front back
594-F mm
length 30 | s0 | 60 | 10| m
Accessories:

detachable and turnable handles type "HK" page 22

BANDMASSE_E_0214
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Special Steel Measuring Tapes "Metri -Polysan”

nylon coated tape steel 6,5 mm wide - 0,5 mm thick

specially resistant against corrosion, yellow background, black graduations, black - red figures protection
through transparent nylon coating gives high resistance against wear and tear. Each tape is supplied with 2
leather thongs.

The narrow special steel measuring tapes are specially useful for measuring works in rough country.
When measuring longer distances, take out the tape from the frame and use it with the leather thongs
on both ends for quick measurements.

Stainless cross frame
strong cross frame of stainless steel, long foldable winding arm, laquered wooden handle

Typ No. graduation

front back
594P-K mm
length 30 | 50| 6 | 10| m

Stainless field frame
In strong field frame of stainless steel with long foldable winding arm, D-grip for carrying and steel point for
putting the tape on the earth when un- or rewinding the measuring tape.

Typ No. graduation

front back
594P-F mm
length 30 | s0| 60 | 10| m

Refills see price-list

Accessories:
detachable and turnable handles type "HK" page 22
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Diameter Measuring Tapes
These measuring tapes are specially developed for forest industry for measuring log lengths and diameters

Fiber glass measuring tape 16 mm wide

two colored yellow beige, front side yellow, back
side beige, very strong and durable type, high
tensile strength and resistance against wear and
tear of the graduation.

PVC coated case
Graduation:
Front: m and cm graduation upto the nominal length of 20 or 30 m diameter

el 1 LLLL

Commencement: B
Front: Type AH" with fnduded ;m méasuremmentqalovs amegman measurements)

Back:: Type AA" appr oxthezér@madkand the roeasuredicircgmference line could be
easy positioned and read.

[Typ No. 275D | length | 20 30 m

Refills see price-list
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Measuring tapes EIEHTER

Deformationsmesstechnik GmbH

Diameter Measuring Tapes

for direct reading of diameter from circumference measurements. The diameter is determined in cm and mm or
in inches and 10ths of an inch

Fiber Glass Measuring Tapes 16 mm wide
woven fiber glass with reinforcement, graduation
both sides

PVC coated case

Graduation - metric
Front: cm graduation , each dm and m figured, meter figures in red color repeated before each dm

Graduation - English
Front: feet, 10ths and 1/2-1 Oths of a foot graduation
Back: diameter in inches and tenths of inches, each inch figured

Mégliche MaRanféange:

commencement AAR Commencement "A" with hook ring

Commencement "A" with claw hook

Attention: When ordering, please state the required commencement and graduation

Typ No. length 5 7,5 10 m 20 ft
283D

Refills see price-list
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